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Model IN-BL3203 

攝像元件 
SONY Exmor 2.3 Megapixel, 

1/2.8" Progressive CMOS 
sensor 

有效像素 1920(H)*1080(V) 

解析度 
50Hz: 25FPS@1920*1080 
60Hz: 30FPS@1920*1080 

鏡頭 2.8~12mm fixed iris lens 

日/ 夜模式 
True Day/Night mode with 

mechanical IR Filter 

壓縮模式 
 

H.264 

通訊協議 ONVIF 
紅外線投射距離 High Power IR Array, 30M 
防水係收 IP66 
電源 PoE 
重量 450g 

操作溫度 
 

-10℃ ~ 50℃ 

操作濕度 
 

-20℃ ~ 60℃ 

 

ICR Cable 

2 Megapixel Network Camera 
 

IN-BL3203 
 
 
 
 
 
 
 
 
 
 
 
 

300mm  
 
 
 
90mm 
 
 
 
 
 
 
 
 

M ain Features 
● S O N Y  E xm or 2.3 M egapixel, 

1/2.8" P rogressive C M O S  
sensor 

 

● 50H z: 25FP S @ 1920*1080 

60H z: 30FP S @ 1920*1080 
 

● M egapixel 2.8~12 m m  fixed iris  

lens 
 
● True D ay/N ight m ode w ith 

m echanical IR  Filter 
 

● P lug and play w ith IC ATC H  IV R  
 
● H igh P ow er IR  A rray, 

IR  distance up to 30M  
 

● C able M anagem ent 
 

● IP 66 W eather P roof 

Sony 
E xm or 
C M O S 

 
M otion 

D etection 

Full H D  

1080p 
 
IP66 

 
D ay/N ight management 

 
● P oE  m odel available       

 
 
 
 

  

※型錄規格若與實機不符,以實機為準 
※本公司保留修改此規格之權利，修改後不另行通知，實際內容請隨時來電查詢 


